
Technical Data Sheet

Features

Key physical characteristics (2.0 mm thick)

Bulk density of the graphite [g/cm³] 1

Ash content of the graphite [%] DIN 51 903 2,0

Purity [%] 98

Total chloride content [ppm] 25

Total halogen content [ppm] 100

Total sulfur content [ppm] <300

Total loss to the air at 670 °C: [%/h] <4

Oxidation inhibitor ja

Passive corrosion inhibitor ASTM F2168-13 ja

Metal insert -

ASTM material number -

Thickness (mm) -

Number -

Compressive strength dE/16 [MPa](300 °C, 50 MPa, 16 h) DIN 52 913 47

Cold compressibility KSW [%] DIN 28090-2 45

Cold recovery KRW [%] DIN 28090-2 5

Hot creep WSW [%] DIN 28090-2 <3

Hot recovery WRW [%] DIN 28090-2 4

Compressibility [%] ASTM F36 45

Resiliency [%] ASTM F36 11

m- und y-Factors
Thickness y (PSI y (Mpa)

1,00 2 1500, 10.34

1,50 2 1500, 10.34

2,00 2 1500, 10.34

3,00 2 1500, 10.34

Statotherm P Foil 9591

Statotherm P Foil 9591 is a gasket sheet consisting of unreinforced, flexible graphite foil with a purity of  99.85% 
and a low ash content.Statotherm P foil 9591 a basic gasket material without measurable cold or warm flow, 
making it usable as a gasket material for fittings and pumps in all branches of industry (especially for emergency 
repairs and complicated shapes). Equates to the SGL Sigraflex standard. 
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